
100, 375 SERIES PICKET RAILING

POST CAP

TOP RAIL (6005-T5 ALUM)

RAIL CONNECTING BRACKET (6005-T5 ALUM)

2 - #10 X ½  SS PH TEK
2 - #10 X 1 ½  SS PH TEK

TOP RAIL PICKET SPACER (6005-T5 ALUM)

POST (6005-T5 ALUM)

PICKET (6005-T5 ALUM)

2 - #10 X 1 ½  SS PH TEK

RAIL CONNECTING BRACKET 
(6005-T5 ALUM)

2 - #10 X ½  SS PH TEK

5 X 5 X 3/8” BASE PLATE (6005-T5 ALUM)

4 – 5/16”Ø x 2 SAE GR.5 FH SD TORX

BOTTOM RAIL PICKET SPACER (6005-T5 ALUM)

100 SERIES BOTTOM RAIL (6005-T5 ALUM)

100 SERIES TOP RAIL 375 SERIES TOP RAIL

TOP AND BOTTOM RAIL SNAP 
COVER/PICKET SPACER

SERIES 100 BOTTOM RAIL

TOP AND BOTTOM RAIL 
CONNECTING BRACKET

VINYL FOR PICKETS

100 SERIES BOTTOM RAIL

2”

2 3/16” 2 7/16”

1 3/4”

CONNECTING 
BRACKET 

POSITIONING



TOP VINYL CHANNEL

100, 375 SERIES GLASS RAILING

POST CAP

TOP RAIL (6005-T5 ALUM)

RAIL CONNECTING BRACKET (6005-T5 ALUM)

2 - #10 X ½  SS PH TEK
2 - #10 X 1 ½  SS PH TEK

TOP VINYL CHANNEL

POST (6005-T5 ALUM)

¼” TEMPERED GLASS

2 - #10 X 1 ½  SS PH TEK

RAIL CONNECTING BRACKET (6005-T5 ALUM)

2 - #10 X ½  SS PH TEK

5 X 5 X 3/8” BASE PLATE (6005-T5 ALUM)

4 - 5/16”Ø x 2 SAE GR.5 FH SD TORX

BOTTOM VINYL CHANNEL

100 SERIES BOTTOM RAIL (6005-T5 ALUM)

100 SERIES TOP RAIL 375 SERIES TOP RAIL

100 SERIES BOTTOM RAIL

TOP AND BOTTOM RAIL 
CONNECTING BRACKET

2”

2 3/16” 2 7/16”

1 3/4”

BOTTOM VINYL CHANNEL
CONNECTING 

BRACKET 
POSITIONING



100, 375 SERIES CABLE RAILING

POST CAP

TOP RAIL (6005-T5 ALUM)

RAIL CONNECTING BRACKET (6005-T5 ALUM)

2 - #10 X ½  SS PH TEK
2 - #10 X 1 ½  SS PH TEK

POST (6005-T5 ALUM)

1/8” TYPE 316 SS CABLE, WASHERS, AND NUTS

DOME CAPS

TOP RAIL SNAP COVER (6005-T5 ALUM)

RAIL CONNECTING BRACKET (6005-T5 ALUM)

2 - #10 X ½  SS PH TEK

2 - #10 X 1 ½  SS PH TEK

5 X 5 X 3/8” BASE PLATE (6005-T5 ALUM)

4 - 5/16”Ø x 2 SAE GR.5 FH SD TORX

BOTTOM RAIL SNAP COVER (6005-T5 ALUM)

MID-SPAN PICKET

100 SERIES BOTTOM RAIL (6005-T5 ALUM)

100 SERIES TOP RAIL 375 SERIES TOP RAIL

TOP AND BOTTOM RAIL SNAP 
COVER/PICKET SPACER

100 SERIES BOTTOM RAIL

TOP AND BOTTOM RAIL 
CONNECTING BRACKET

NOTE: MINIMUM CABLE 
TENSION IS 100 POUNDS

2”

2 3/16” 2 7/16”

1 3/4”

CONNECTING 
BRACKET 

POSITIONING


